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If you own cattle you’re aware that mud is your enemy. Mud 
creates an unhealthy environment for you and your livestock. 
Mud can harbor bacteria, fungi, and other pathogens that can 
cause abscesses, scratches, rain scald, and thrush. The continued 
access to wet conditions can damage the hoof structure and 
cause general issues in livestock. Mud is a breeding ground for 
insects. They are not only annoying to both humans and 
livestock; they can carry disease and cause allergic reactions in 
both livestock and humans.

According to beefmagazine.com  “...pastures, feeding areas, and cattle  should be 
managed to minimize the negative impacts of mud on the herd.”

https://www.beefmagazine.com/ranching/5-tips-managing-mud-spring

Livestock Mud MatTM will separate your cover material from the mud 
below, and prevent it from intermixing, thus extending the life of the 
cover material and reducing mud. In addition, Livestock Mud MatTM 
will improve the footing and hoof health of your cattle.

 Both comfort and wellbeing of cows are becoming increasingly 
important issues. The advantages from both an ethical and an 
economical perspective are obvious. A cow which lies comfortably 
chews more intensively and can also rest its hooves and legs. Mat’s 
are successfully used under cover material to manage mud and to 
prevent the cattle from slipping. This provides cows with a sense of 
safety when laying down and standing up. 

Contact us today for more information.
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 Livestock Mud MatTM 

Livestock Mud MatTM is a nonwoven needlepunched geotextile made of 100% 

polypropylene staple filaments. Livestock Mud MatTM resists ultraviolet and biological 
deterioration, rotting, naturally encountered basics and acids. 

Livestock Mud MatTM is used to reduce mud and prevent the intermixing of feedlot 
cover material with the subgrade, thus preserving the cover material.  

NOTES:  Mullen Burst Strength ASTM D 3786 is no longer recognized by ASTM D35 on Geosynthetics.  Puncture Strength ASTM D 4833 is 

not recognized by AASHTO M 288 and has been replaced with CBR Puncture ASTM D 6241. 

(1) At the time of manufacturing.  Handling, storage and shipping may change these properties.

 Unless otherwise stated, all values stated here are Minimum Average Roll Values (MARV). 

 The properties reported above are effective 01-01-18 and are subject to change without notice. 

Carthage Mills assumes no liability for the accuracy or completeness of this information or for the ultimate use by the purchaser.  Carthage Mills disclaims any and 

all express, implied, or statutory standards, warranties or guarantees, including without limitation any implied warranty as to merchantability or fitness for a 

particular purpose or arising from a course of dealing or usage of trade as to any equipment, materials, or information furnished herewith.  This document should 
not be construed as engineering advice.  
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Since 1958:  America’s First Geotextile Company 

PROPERTY TEST METHOD 
DATA

METRIC ENGLISH 

 Mechanical 

Grab Tensile Strength 
ASTM D 4632 

0.80 kN 180 lbs 

Grab Tensile Elongation 50% 

Trapezoidal Tear ASTM D 4533 0.33 kN 75 lbs 

CBR Puncture ASTM D 6241 2.00 kN 450 lbs 

 Endurance 

UV Resistance ASTM D 4355 70% @ 500 hrs 

 Hydraulics / Filtration 

Permittivity (1) 

ASTM D 4491 
1.40 sec-1 

Water Flow Rate (1) 4074 lpm/m2 100 gpm/ft2 

Apparent Opening Size (AOS) (1) ASTM D 4751 0.212 mm 70 US Std. Sieve 

 Physical 

Mass Per Unit Area (Typical) ASTM D 5261 237.3 g/m2 7.0 oz/yd2 

Thickness (Typical) ASTM D 5199 2.15 mm 85 mils 

Standard Roll Sizes / Packaging / Weight 
Measured 
(Typical) 

3.81 m x 109.7 m 
418 m2 

113.4 kg 

12.5 ft x 360 ft 
500 yd2 
250 lbs 

4.57 m x 91.5 m 
418 m2 
105 kg 

15.0 ft x 300 ft 
500 yd2 
231 lbs 
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